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Specifications
Cable Cubby Drawer 220 and 320
 Mounting
Furniture mount 	����������������� 	 Mountable under furniture surface
Enclosure type 	������������������� 	 Steel, aluminum, and plastic

Enclosure dimensions
Closed position

CCD 220 model 	�������� 	 12.21" W x 22.42" D x 2.35" H (310.1 mm W x 569.5 mm D x 59.7 mm H)
CCD 320 model 	�������� 	 24.21" W x 22.42" D x 2.35" H (614.9 mm W x 569.5 mm D x 59.7 mm H)

Extended position
CCD 220 model 	�������� 	 12.21" W x 32.67" D x 2.35" H (310.1 mm W x 829.9 mm D x 59.7 mm H)
CCD 320 model 	�������� 	 24.21" W x 32.67" D x 2.35" H (614.9 mm W x 829.9 mm D x 59.7 mm H)

Interior Tray Dimensions
CCD 220 model 	�������� 	 7.92" W x 7.73" D x 1.94" H (201.1 mm W x 196.3 mm D x 49.3 mm H)
CCD 320 model 	�������� 	 19.92" W x 7.73" D x 1.94" H (505.9 mm W x 196.3 mm D x 49.3 mm H)

Drawer Heights 	����������������� 	 2.35" H (59.7 mm H)
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Product weight
CCD 220 model 	���������������������������� 	 5.9 lbs (2.7 kg)
CCD 320 model 	���������������������������� 	 8.8 lbs (4.0 kg)
Vibration	���������������������������������������� 	 ISTA 1A in carton (International Safe Transit Association)
Regulatory compliance	�������������������   UL, c-UL
Warranty 	��������������������������������������� 	 3 years parts and labor
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