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Specifications
VNM Recorder

 Hardware
Motherboard	���������������������������������� 	 1 Super X7DCA-I 

(2) 64 bit PCI-x, 133/100 MHz 
(2) 32 bit PCI CPU 
1 PCI Express x16 
1 PCI-E x4 (using x16 slot)

Chipset	������������������������������������������ 	 Intel® Xeon, 2.33 GHz, 12 MB L3 cache, 1333 MHz system bus, 800 MHz FSB, 
1 MB CPU cache

RAM	���������������������������������������������� 	 4 GB DDR2 (512 MB x8), 333 MHz, PC2700, ECC
Hard drives	������������������������������������� 	 2 TB RAID 5 formatted storage with hot spare hard drive
Additional drives	���������������������������� 	 1 CD-ROM 24x drive

 Software
Operating system	��������������������������� 	 Red Hat® Linux Enterprise v5.2

 VN-Matrix® control functions

NOTE:	 VN-Matrix systems can be controlled using an internal web page user interface or the VNM Enterprise 
Controller. For complex applications, VN-Matrix systems also support use of external control systems.

System configuration and management 
• Web user interface, VNM Enterprise Controller, and external control system 
• Device IP address and logical name 
• Encode and decode enabling 
• Compression settings 
• Bit rate control settings

Recording/playback	������������������������ 	 • Web user interface and external control system 
• Manage content: create and select storage path and filename. 
• Record, create bookmark, stop. 
• Define play range start and end time. 
• Play, pause, stop, loop. 
• Use non-realtime playback (FFWD, RWD). 
• Synchronize channels.

 Recording frame rate support
Rates	���������������������������������������������� 	 VGA-UXGA: 50 Hz - 85 Hz, 60 fps 

WUXGA: 30 Hz - 65 Hz, 30 fps 
640p, 720p: 60 Hz, 60 fps 
1080p: 23.97, 29.94, 30, 60 Hz; 23.97, 29.94, 30, 60 fps 
1080i: 29.97, 59.94 Hz; 29.97, 59.94 fps

NOTE:	 Programmable custom input modes are available, as is a software frame translator for porting content to 
portable video productions.
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 Storage and bandwidth requirements per channel
Bandwidth	������������������������������������� 	 Low: for data/graphic screens 

Medium: for graphic visualizations, low motion SD or HD video 
High: for HD video, video animations, high motion graphic simulations

Resolution	�������������������������������������� 	 Low/medium*/high* (in Mbps) 
XGA: 1.00/11/28 
SXGA: 1.00/16/47 
SXGA+: 1.00/21/52 
UXGA: 1.00/27/69 
WUXGA: 1.00/16/41 
720p, 1080p, 1080i: 1.00/20/55

NOTE:	 *Medium and high resolutions will be 50% or 25% if recorded at 30 fps or 15 fps. 
**Continuous improvement of compression and control applications.

 Control/remote
Graphics card	��������������������������������� 	 Integrated AGP graphics
Serial control port	��������������������������� 	 RS-232, 1 female 9-pin D connector (fast UART 16550)
USB control ports	��������������������������� 	 2 female USB type A, rear panel
USB standards	�������������������������������� 	 USB 2.0
Keyboard/mouse ports	������������������� 	 1 PS/2 mouse port (female 6-pin mini DIN) 

1 PS/2 keyboard port (female 6-pin mini DIN) 
or use USB ports

Ethernet control ports	�������������������� 	 2 female RJ-45 connectors
Ethernet data rate	�������������������������� 	 10/100/1000Base-T, half/full duplex

 General
Power supply	���������������������������������� 	 Internal 

100-240 VAC, 50-60 Hz
Power consumption	����������������������� 	 865 watts
Temperature/humidity	�������������������� 	 Storage: -40 to +158 °F (-40 to +70 °C) / 5% to 95%, noncondensing 

Operating: +50 to +95 °F (10 to +35 °C) / 8% to 90%, noncondensing
Cooling	������������������������������������������ 	 Fan, air flows front to back
Thermal dissipation	������������������������ 	 2952 BTU/hr
Mounting

Rack mount	����������������������������� 	 Yes
Enclosure type	�������������������������������� 	 Metal
Enclosure dimensions	��������������������� 	 7.0" H x 17.0" W x 25.6" D (4U high, full rack wide) 

(17.8 cm H x 43.2 cm W x 65.0 cm D) 
(Depth excludes connectors.)

Product weight	������������������������������� 	 63.0 lbs (28.6 kg)
Shipping weight	����������������������������� 	 75 lbs (34 kg)
DIM weight (International)	������������� 	 75 lbs (34 kg)
Warranty	���������������������������������������� 	 3 years parts and labor

NOTE:	 All nominal levels are at ±10%.

NOTE:	 Specifications are subject to change without notice.
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