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Specifications
Cable Cubby® 700

 General
Enclosure dimensions

Top plate (outer rim)	��������������� 	 7.79" W x 6.38" D (198 mm W x 162 mm D)
Surface cutout (inside rim)	����� 	 7.13" W x 5.75" D (181 mm W x 146 mm D)
Enclosure depth	��������������������� 	 6.46" H (164 mm H)
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Power supply (optional)
US AC module	������������������������ 	 125 VAC, 50-60 Hz, 12 A max total

Mounting	��������������������������������������� 	 Furniture mount
Min./max. table thickness	������������� 	 0.50" to 2.50" (13 mm to 63 mm)
Enclosure type 	����������������������������� 	 Metal
Product weight

Enclosure only	������������������������ 	 2.5 lbs (1.1 kg)
With AC module	���������������������� 	 4.0 lbs (1.8 kg)

Regulatory compliance	����������������� 	 CE, RoHS, WEEE
US configuration*	������������������� 	 UL, c-UL

Product warranty	��������������������������� 	 3 years parts and labor

NOTE:	 *The UL listing is only valid when the Cable Cubby contains the US AC power module.

NOTE:	 Specifications are subject to change without notice.

NOTE:	 Shipping weights and dimensions are available at www.extron.com.
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THIS TEXT WINDOW and its contents are for reference only. Delete this material before 
finishing and releasing the specs sheet.

•	 Styles are required for proper table placement/formatting (one for the entire specs table as placed 
within a page [specs table conteiner], two others [Specs8_Note L1 table and Specs8_Note L2 
table] for the note/caution cells within the specs table). 

•	 Notes, cautions, and warnings boxes/tables within specs have to be hand inserted and merged and 
formatted.  Use the existing table styles (NOTE, Caution, and Warning1) for the table boxes.
•	 Apply the Specs8_Note L1 table or Specs8_Note L2 table paragraph style (depending on the 

content to which the note, caution, or warning applies) to the nested note, caution, or warning 
table.  Also apply the Specs8_Note cell insets cell style to the cell containing the note, caution, 
or warning nested table.

•	 Apply the Specs8_Note or Specs8_Warning/Caution paragraph style to the text within the 
nested note, caution, or warning table.   

•	 Apply the Specs8_note cell inset cell style to the specs table cell containing the nested table.
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