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Specifications
CPI 51

 General
Connectors

Input	���������������������������������������� 	 12 VDC, 0.5 A maximum
Output	������������������������������������� 	 5 VDC, 1.00 A maximum

 General — physical characteristics
Connectors

Input	���������������������������������������� 	 2 -pole orange captive screw connector
Output	������������������������������������� 	​ 3 pin black connector

Material 	����������������������������������������� 	 High impact, high temperature plastic
Enclosure dimensions	�������������������� 	 0.80" H x 1.00" W x 0.55" D 

(2.0 cm H x 2.5 cm W x 1.4 cm D)

 General
Mounting	��������������������������������������� 	 Pole Mount, using tie wraps or Velcro
Product weight 	����������������������������� 	 0.05 lb (0.02 kg)
Regulatory compliance	������������������� 	​ CE
Product warranty	��������������������������� 	 3 years parts and labor

NOTE:	 Specifications are subject to change without notice.

NOTE:	 All nominal levels are at ±10%.

NOTE:	 Shipping weights and dimensions are available at www.extron.com.
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THIS TEXT WINDOW and its contents are for reference only. Delete this material before 
finishing and releasing the specs sheet.

	z Styles are required for proper table placement/formatting (one for the entire specs table 
as placed within a page [specs table conteiner], two others [Specs8_Note L1 table 
and Specs8_Note L2 table] for the note/caution cells within the specs table). 

	z Notes, cautions, and warnings boxes/tables within specs have to be hand inserted and 
merged and formatted.  Use the existing table styles (NOTE, Caution, and Warning1) 
for the table boxes.

	z Apply the Specs8_Note L1 table or Specs8_Note L2 table paragraph style 
(depending on the content to which the note, caution, or warning applies) to the 
nested note, caution, or warning table.  Also apply the Specs8_Note cell insets 
cell style to the cell containing the note, caution, or warning nested table.

	z Apply the Specs8_Note or Specs8_Warning/Caution paragraph style to the text 
within the nested note, caution, or warning table.   

	z Apply the Specs8_note cell inset cell style to the specs table cell containing the 
nested table.
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