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Specifications
Flex55 Power Modules

 General
Power output

US model	�������������������������������� 	 Pass-through: 120 VAC, 50-60 Hz, 6 A Max
EU, UK, SW, AUS, and MULTI 
models	������������������������������������ 	 Pass-through: 220-240 VAC, 50-60 Hz, 6 A Max
USB PowerPlate 102	��������������� 	 5 VDC, up to 2.4 A on a single port and up to 3.0 A total shared
USB PowerPlate 311 	��������������   USB Type-A: 5 VDC, 2 A Max 

(5 VDC, 0.5 A Max when USB Type-C is in 15 VDC or 20 VDC profile) 
USB Type-C: 5 VDC, 3 A Max,  
9 VDC, 3 A Max, 
12 VDC, 3 A Max,  
15 VDC, 3 A Max, 
20 VDC, 2.25 A Max 
USB Type-A and USB Type-C: 47.5 Total Watts

AC+USB 130 US 	��������������������   USB Type-A: 5 VDC, 2 A Max 
(5 VDC, 0.5 A Max when USB Type-C is in 15 VDC or 20 VDC profile) 
USB Type-C: 5 VDC, 3 A Max, 
9 VDC, 3 A Max, 
12 VDC, 2.25 A Max, 
15 VDC, 1.8 A Max, 
20 VDC, 1.35 A Max. 
USB Type-A and USB Type-C: 29.5 Total Watts 
AC: ​120 VAC, 50-60 Hz, 12 A Max

Power supply (USB)
USB Powerplate 102	��������������� 	 External, included 

Input: 100-240 VAC, 50-60 Hz 
Output: 12 VDC, 1.5 A, 18 Watts

USB PowerPlate 311	��������������� 	 External, included  
Input: 100-240 VAC, 50-60 Hz    
Output: 12 VDC, 4.2 A, 50 Watts

AC+USB 130 US	��������������������� 	 Internal, integrated
Power consumption (USB)

USB PowerPlate 102
Device	�������������������������������  17.1 Watts
Device and power supply	���  19.5 Watts

USB PowerPlate 311
Device 	������������������������������ 	 50.9 Watts
Device and power supply	��� 	 55.1 Watts 

AC+USB 130 US	��������������������� 	 34.3 Watts
Temperature/humidity	�������������������� 	 Storage: -40 to +158 °F (-40 to +70 °C) / 10% to 90%, noncondensing 

Operating: +32 to +122 °F (0 to +50 °C) / 10% to 90%, noncondensing

THIS TEXT WINDOW and its contents are for reference only. Delete this material before 
finishing and releasing the specs sheet.

	z Styles are required for proper table placement/formatting (one for the entire specs table 
as placed within a page [specs table conteiner], two others [Specs8_Note L1 table 
and Specs8_Note L2 table] for the note/caution cells within the specs table). 

	z Notes, cautions, and warnings boxes/tables within specs have to be hand inserted and 
merged and formatted.  Use the existing table styles (NOTE, Caution, and Warning1) 
for the table boxes.

	z Apply the Specs8_Note L1 table or Specs8_Note L2 table paragraph style 
(depending on the content to which the note, caution, or warning applies) to the 
nested note, caution, or warning table.  Also apply the Specs8_Note cell insets 
cell style to the cell containing the note, caution, or warning nested table.

	z Apply the Specs8_Note or Specs8_Warning/Caution paragraph style to the text 
within the nested note, caution, or warning table.   

	z Apply the Specs8_note cell inset cell style to the specs table cell containing the 
nested table.

 

Flex55 AC+USB 130 US
Faceplate dimensions	�������������������� 	 2.17" H x 4.33" W x 2.05" D 

(55 mm H x 110 mm W x 52.1 mm D) 
AC cord length: 10' (3.05 m)

Power Consumption: 	�������������������� 	 34.30W
Thermal Dissipation: 	���������������������� 	 16.4 BTU/HR
Dimensions	������������������������������������ 	 2.17”H x 4.33”W x 2.05”D  

(55mm H x 110mm W x 52.1mm D),  
AC cord length 9.5' (2.9m)

Flex55 AC+USB 130 US
USB-A 	������������������������������������   5 Vdc, 2A Max
USB-C 	�����������������������������������   5 Vdc, 3A Max 

9 Vdc, 3A Max 
12 Vdc, 2.25A Max 
15 Vdc, 1.8 A Max 
20Vdc, 1.35 A Max

USB-A + USB-C 	���������������������   29.5W max combined USB-A + USB-C
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Thermal dissipation (USB)
USB PowerPlate 102

Device	������������������������������� 	 8.1 BTU/hr
Device and power supply	��� 	 16.3 BTU/hr

USB PowerPlate 311
Device	������������������������������� 	 11.4 BTU/hr
Device and power supply	��� 	 25.9 BTU/hr

AC+USB 130 US 	�������������������� 	 16.4 BTU/hr
Mounting	��������������������������������������� 	 Mounts to Flex55 frames and enclosures
Dimensions

Flex55 AC 101	������������������������ 	 2.17" H x 2.17" W x 0.29" D 
(55 mm H x 55 mm W x 7.3 mm D) 
Pigtail cable length: 11" (28 cm) 
US, UK, AUS, and SW modules: Allow 2.25" (57 mm) depth for cable 
management 
EU and MULTI modules: Allow 1.85" (47 mm) depth for cable management 
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 Dimensions
USB PowerPlate 102	��������������� 	 2.17" H x 2.17" W x 0.29" D 

(55 mm H x 55 mm W x 7.3 mm D) 
Allow 1.50" (38 mm) depth for cable management 
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 Dimensions
USB PowerPlate 311	��������������� 	 2.17" H x 2.17" W x 0.29" D 

(55 mm H x 55 mm W x 7.3 mm D) 
Allow 1.85" (47 mm) depth for cable management 
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USB CHARGER 120V 50-60Hz 6A MAX~

2.17" [55 mm]

4.33" [110 mm]
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0.30" [7.6 mm]

Flex55 AC+USB130 US

Material	������������������������������������������ 	 High-impact thermoplastic
Product weight

Flex55 AC 101 models	������������ 	 0.24 lb (0.12 kg)
Flex55 USB PowerPlate 102	��� 	 0.04 lb (0.03 kg)
Flex55 USB PowerPlate 311	��� 	 0.1 lbs (0.1 kg)
Flex55 AC+USB 130 US	��������� 	 1.85 lb (0.84kg)

Regulatory compliance
All models	�������������������������������� 	 CE, RoHS, WEEE
US models	������������������������������ 	 UL, c-UL
USB PowerPlates and AC+USB 
models	������������������������������������ 	 UL, c-UL, C-tick, FCC Class A, ICES, VCCI Class A

Product warranty	��������������������������� 	 3 years parts and labor
Everlast power supply warranty	������ 	 7 years parts and labor

5718-D9

Dimensions
Flex55 AC+USB 130 US	��������� 	 2.17" H x 4.33" W x 0.30" D 

(55 mm H x 110 mm W x 7.6 mm D) 
AC cord length: 9.5' (2.9 m) 
Allow 2.54 in (65 mm) depth for cable management

http://www.extron.com

