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2U and 3U Rack Panels

Included hardware

#60-141-01 — 2U panel for SW 6 Component and SW MX RGBS
switchers
4 machine screws (#10/32)
4 metal washers (#10)

#60-141-02 — 3U panel for SW MX RGBHV switchers
4 machine screws (#10/32)
4 metal washers (#10)

#60-030-10 — 2U panel for ADA RGBS and component
distribution amplifiers
4 machine screws (#10/32)
4 metal washers (#10)
8 nylon washers (#10)

#60-126-01 — 3U panel for ADA RGBHV distribution amplifiers
8 machine screws (#10/32)
8 metal washers (#10)
8 nylon washers (#10)
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Installation
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This guide covers installation of four different rack panels –
a 2U and a 3U model for mounting Extron SW MX and
SW 6 Component switchers, and a 2U and a 3U model for
mounting Extron ADA distribution amplifiers.  The switcher rack
panels have an area cut out for access to the front panel buttons,
and the ADA rack panels do not have cutouts.

Each of the four rack front panels ships with the following items:

• #10 nylon spacers for insertion between the mounting holes,
• #10 machine screws for mounting a device onto the rack panel,
• #10 beveled washers for mounting a device onto the panel.

Before installing the rack panel, consider the available space in
the rack, the devices that will be mounted on this panel, and their
cable runs.

A rack panel will accommodate two devices.  The 2U panel
accepts RGBS and component video versions of these devices,
and the 3U panel accepts the RGBHV versions.  Each of these
devices has four screws in its front panel.  The screws will be
used to mount the device onto the rack panel.

The mounting holes in the rack panels and all the devices that can
be mounted to them are identically spaced.  Therefore, a 2U
device and a 3U device can both be mounted on the same 3U
panel.

An ADA can be mounted on a switcher rack panel, but a
switcher cannot be mounted onto an ADA rack panel.

It is easiest to first attach the unit(s) to the rack panel, then install
the rack panel in the rack.  See the illustration on the next page.

Installing an ADA/SW MX device onto a
2U or 3U rack panel

1 If the device being installed has rubber feet attached,
remove them.  If left in place, these feet may interfere with
the device mounted below.  Each foot is attached by a
Phillips-head screw.

2 Remove the four front panel screws (10/32 x 3/4”) and
beveled washers from the ADA/SW switcher.  (These
screws are for rack mounting and do not hold the front
panel onto the unit.)

If the ADA or SW switcher model you are installing does
not come with holes predrilled for these four screws in its
front panel, it cannot be mounted on these rack panels.

3 Align the four rack panel holes with the four threaded
holes in the front of the device.  Be sure there is a factory-
installed nylon spacer in back of each rack panel hole.

Remove feet 
(4 places).

Remove front panel 
screws & washers 

from device (4 places).

Place screws through 
washers, rack front panel, 

& spacers, and into 
the device (4 places).

Attach panel 
to rack 
(4 places).

4 Use four #10 washers and 10/32 screws to secure the
device onto the rack panel.

5 If a second device is being installed, repeat steps 1 through
4 to mount it onto the other half of the rack panel.

The illustration above shows two SW6 AR MX HV switchers
installed on a 3U panel at the top, and two ADA4 300 MX
distribution amplifiers being installed on the 2U panel at the
bottom.

Installing the 2U or 3U rack panel in a rack

1 Use four 10/32 rack-mounting screws and washers to
mount the panel to the rack.  See the illustration above.

2 After all the devices are mounted, connect input, output
and power cables to the devices.

3 Refer to the documentation that came with each device for
instructions on proper installation and operation.


